








































































LIST OF SUBCONTRACTORS 

its of the "Subletting and Subconh·acting Fair Practices Act", Section 4100, of the California Public Conh·act Code (PCC), the Bidder is to list below the name, 
h Subconh·actor who will peiform work, labor, render services or specially fabticate and install a portion [type] of the work or improvement, in an amount of 

total Bid. Failure to comply with this requirement may result in the Bid being rejected as non-responsive.The Contractor is to list only one Subconh·actor 
Bidder's attention is directed to the Special Provisions • General; Paragraph 2-3 Subcontracts, which stipulates the percentage of the Work to be pe1fo1111ed 

e Bidder is to also list all SLBE, ELBE, DBE, DVBE, MBE, WBE, OBE, SDB, WoSB, HUBZone, and SDVOSB Subcontractors for which the Bidders are 
ving any mandatory, voluntary, or both subconh·actiI1g participation percentages. 

NONE .. ··-----

.. .. ____ _ 

:dentify Subcontractor as one of the following and shall include a valid proof of certification (except for OBE, SLBE and ELBE): 

1s Enterprise 
usiness Enterprise 

.ness Enterprise 
liness 
Owned Small Business 

:ndicate if Subcontractor is ceiiified by: 

Commission 

nish·ation 

MBE 
DBE 
OBE 
SLBE 
WoSB 
SDVOSB 

CITY 
CPUC 
LA 
SBA 

Certified Woman Business Enterp1ise 
Certified Disabled Veteran Business Enterprise 
Certified Emerging Local Business Enterprise 
Small Disadvantaged Business 
HUBZone Business 

State of California Depatiment of Transpotiation 
State of California's Deparhnent of General Services 
State of California · 

WBE 
DVBE 
ELBE 

SDB 
HUB Zone 

CAL TRANS 
CADoGS 

Ci} 

will not receive any subcontracting participation percentages if the Bidder fails to submit the required proof of certification. 

rs 
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NAMED EQUIPMENT/MATERIAL SUPPLIER LIST 

uipment, materials, or supplies obtained from Suppliers towards achieving any mandatory, voluntmy, or both subcontracting participation percentages is to list the 
terlal Supplier List. The Named Equipment/Material Supplier List, at a minimum, is to have the name, locations (City) and the DOLLAR VALUE of the Suppliers. 
the amount to be paid to the Suppliers for such materials and supplies unless vendor manufactures or substantially alters materials and supplies in which case 100% 
~ (Yes/No) whether listed firm is a supplier or manufacturer. In calculating the subcontractor participation percentages, vendors/suppliers will receive 60% credit of 
manufacturers will receive 100% credit. If no indication provided, listed fim1 will be credited at 60% of the listed dollar value for purposes of calculating the 
luppliers will receive 60% credit of the listed DOLLAR VALUE, whereas manufacturers will receive 100% credit. If no indication provided, listed finn will be 
'ALUE for purposes of calculating the subcontractor participation percentages. · 

NONE 
,. ,,,_. ____ _ 

,. ,,. ____ _ 

entify Vendor/Supplier as one of the following and shall include a valid proof of certification (except for OBE, SLBE and ELBE): 

Enterprise 
siness Enterprise 

ess Enterprise 
1ess 
wned Small Business 

dicate if Vendor/Supplier is certified by: 

ornmission 

istration 

MBE 
DBE 
OBE 
SLBE 
WoSB 
SDVOSB 

CITY 
CPUC 
LA 
SBA 

Certified Woman Business Enterprise 
Certified Disabled Veteran Business Enterprise 
Certified Emerging Local Business Enterprise 
Small Disadvantaged Business 
HUBZone Business 

State of California Department of Transportation 
State of California's Department of General Services 
State of California 

WBE 
DVBE 
ELBE 

SDB 
HUB Zone 

CAL TRANS 
CADoGS 

CA 

·ill not receive any subcontracting participation percentages if the Bidder fails to submit th.e required proof of certification. 

\1aterial Supplier List 
Replacement Emergency Project 
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EXHIBIT I 

SUPPLEMENTARY SPECIAL PROVISIONS (SSP) 
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SUPPLEMENTARY SPECIAL PROVISIONS (SSP) 

The following Supplementary Special Provisions (SSP) modifies the following documents: 

1) Standard Specifications for Public Works Construction (The GREENBOOK) currently in 
effect. 

2) . The City of San Diego Standard Specifications for Public Works Construction (The 
WHITEBOOK). 

SECTION 1-TERMS, DEFINITIONS, ABBREVIATIONS, UNITS OF MEASURE, AND 
SYMBOLS 

1-2 

2-3.2 

2-5.3.l 

TERMS AND DEFINITIONS. 

Normal Working Hours. To the City Supplement, ADD the following: 

The Normal Working Hours are 8:00 AM to 4:00 PM. 

SECTION 2 - SCOPE AND CONTROL OF WORK 

Self Performance. DELETE in its entirety and SUBSTITUTE with the following: 

1. You must perform, with your own organization, Contract work amounting to at 
least 50% of the base bid alone or base bid and any additive or deductive 
alternate(s) that together when added or deducted fonn the basis of award. 

2. The self performance percentage requirement will be waived for contracts when 
a "B" License is required or allowed. 

General. To the City Supplement, ADD the following 

7. For products for which an AML is available, products listed in the AML shall 
be used. A submittal review will be conducted for products not identified on 
an AML on a case-by-case basis when: 

a) The product type or category is not in the AML. 

b) The AML does not list at least two available manufacturers of the 
product. 

c) The material or manufacturer listed in the AML is no longer 
available. Documentation to substantiate the product is no longer 
available or in production is required as part of the submittal. 
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2-7 

In the case of conducting a submittal review when required by the Plans or 
Special Provisions, or vvhen requested by the Engineer, all submittals shall be 
accompanied by the City's submittal form. 

The Product Submittal Form is available for download at: 

http://www.sandiego.gov/publicworks/edocref/index.$htm1 

SUBSURFAC]3: JJATA. ADD the following: 

4. In preparation of the Contract Documents, the designer has relied upon the following 
reports of explorations and tests of subsurface conditions at the Work Site: 

l. Final Report of Geoteclmical Desktop Study Cardinal Drive Storm 
Drain Repair, dated October 26, 2015 by Allied Geotechnical Engineers, 
Inc. 

5. The report(s) listed above is( are) available for review by contacting the Contract 
Specialist or visiting: 

ftp;.f.l.iht,SJ.\l.11!.ll.tgQy/QlJJ]'.ECfL'J::. 
15%20TECHNlCAL%20STUDIES%20AND%,20PATA/Cardinal%20Driv!tfilfJ(23!l3)%20St.orm%2DDrnin%20Replacement%20Emergency%20Proj 
ect/ 

Permatnent Suirvey Markers. To the City Supplement, DELETE in its entirety and 
SUBSTITUTE with the following: 

Pursuant to Division 3, Chapter 15 of the Business and Professions Code, the 
Contractor shall not disturb survey monuments that "control the location of 
subdivisions, tracts, boundaries, roads, streets, or highways,. or provide horizontal or 
vertical survey control" until they have been tied out by a Registered Land Surveyor 
or Registered Civil Engineer authorized to practice land surveying within the State of 
California. 

Monument Preservation will be performed by City Public Works Field Engineering 
Division (PW-FED) Field Survey Section on all Prqjects, unless permission Is obtained 
for these services in writing by PW~FED. 

The Contractor shall submit to the Engineer a minimum of 7 Days prior to the start of 
the Work a list ofcontrolling survey monuments which may be disturbed. The Agency 
(or the owner on a Private Contract) will: 

a) set survey points outside the affected work area that reforence and locate each 
controlling survey monument that may be disturbed, 

b) file a Comer Record or Record of Survey with the County Surveyor after setting 
the survey points to be used for re-establishment of the disturbed controlling 
survey monuments, and 

c) file a Corner Record of Record of Survey with the County Surveyor after re
establishment of the disturbed controlling survey monuments. 
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ftp://i\p.sannetgov/OUT/ECP/2:;: 

TF:CHNICAI, STUDIES AND ]l)A'f.A. To the City Supplement, ADD the following: 

5. In preparation of the Contract Docmnents, the designer has relied upon the 
following reports of explorations and tests at the Work Site: 

1. Biological Reconnaissance Rep011:, dated October 12, 2015 by RBF 
Consulting. 

2. Drainage Study, dated July 31, 2013 by RBF Consulting. 

3. Water Pollution Control Plan for Construction Activities, dated August 20, 
2015, by Michael Baker International. 

6. The repmt(s) listed above is( are) available for review by contacting the Contract 
Specialist or visiting: 

15%20'i'ECHNICAL%20STUDIES%20AND%2QDAIA/ . .C.m4in!.!1%2QQr.iYe%20(2383)%20Storm%20Drain%20RenJ.m;pl.lJ.pJ1~?.i!2Qli.mQigm1cy"lo20Project/ 

ADD: 

4-1.3.7 

6-lJ. 

SECTION 4 - CONTROL OF MATl!~RIALS 

3' y OU shall submit in writing a list of au products to be incorporated in the Work 
that are on the AML 

Testfog U IDJde.1r tlie Direction of the Enigineer. When a bid item for Testing under the 
direction of the Engineer is provided, the Contractor must employ and pay for the 
services of a qualified third party independent laboratory to perform the required 
testin,g. The Contractor will be reimbursed for the costof testing under thisbid item. 

Trade Names or Equia.fa. ADD the following: 

You must submit your list of proposed substitutions for "an equal" ("or equal") item(s) 
Rio fate:r Hmn 5 Woddng Days after Contract Award and on the City's Product 
Submittal Form available at. 

http://www.sandiego.gov/publicworks/edocref/i11dex.sh1;!nl 

SECTION 6 ··PROSECUTION, PROGRESS AND ACCEPTANCE OF WORK 

Constn1ctim11 Sclnedufo. To item 20~ ADD the following: 

The 120 Calendar Day for the Plant Establishment Period is included in the stipulated 
Contract Time. 
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7-3 

7-3.1 

7-3.2 

7-3.2.1 

SECTION 7 - RESPONSIBILITIES OF TIIE CONTRACTOR 

LIABILITY INSURANCE. DELETE in its entirety and SUBSTITUTE with the 
following: 

The insurance provisions herein must not be construed to limit your indemnity 
obligations contained in the Contract. 

Policies and Procedures. 

1. You must procure the insurance described below, at its sole cost and expense, to 
provide coverage against claims for loss including injuries to persons or damage 
to property, which may arise out of or in c01mection with the perfonnance of the 
Work by you, your agents, representatives, officers, employees or 
Subcontractors. 

2. Insurance coverage for property damage resulting from your operations is on a 
replacement cost valuation. The market value will not be accepted. 

3. You must maintain this insurance for the duration of this contract and at all times 
thereafter when you are correcting, removing, or replacing Work in accordance 
with this contract. Your liabilities under the Contract, e.g., your indemnity 
obligations, is not deemed limited to the insurance coverage required by this 
contract. 

4. Payment for insurance is included in the various items of Work as bid by you, 
and except as specifically agreed to by the City in writing, you are not entitled 
to any additional payment. Do not begin any work under this contract until you 
have provided and the City has approved all required insurance. 

5. Policies of insurance must provide that the City is entitled to 30 days (10 days 
for cancellation due to non-payment of premium) prior written notice of 
cancellation or non-renewal of the policy. Maintenance of specified insurance 
coverage is a material element of the Contract. Your failure to maintain or renew 
coverage or to provide evidence of renewal during the term of the Contract may 
be treated by the City as a material breach of the Contract. 

Types of Insurance. 

Commercial General Liability Insurance. 

1. Commercial General Liability Insurance must be written on the current version 
of the ISO Occurrence form CG 00 01 07 98 or an equivalent form providing 
coverage at least as broad. 

2. The policy must cover liability arising from premises and operations, XCU 
(explosions, underground, and collapse), independent contractors, 
products/completed operations, personal injury and advertising injury, bodily 
injury, property damage, and liability assumed under an insured's contract 
(including the tort liability of another assumed in a business contract). 
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7-3.2.2 

7-3.2.3 

3. There must be no endorsement or modification limiting the scope of coverage 
for either "insured vs. insured" claims or contractual liability. You must maintain 
the same or equivalent insurance for at least 10 years following completion of 
the Work. 

4. All costs of defense must be outside the policy limits. Policy coverage must be 
in liability limits of not less than the following: 

General Annual Aggregate Limit 

Other than Products/Completed Operations 
Products/Completed Operations Aggregate Limit 
Personal Injury Limit 
Each Occunence 

Commercial Automobile Liability Insurance. 

Limits of Liability 

$2,000,000 
$2,000,000 
$1,000,000 
$1,000,000 

1. You must provide a policy or policies of Commercial Automobile Liability 
Insurance written on the cunent version of the ISO form CA 00 01 12 90 or later 
version or equivalent form providing coverage at least as broad in the amount of 
$1,000,000 combined single limit per accident, covering bodily injury and 
property damage for owned, non-owned, and hired automobiles ("Any Auto"). 

2. All costs of defense must be outside the limits of the policy. 

Contractors Pollution Liability Insurance. 

1. You must procure and maintain at your expense or require Subcontractor, as 
described below to procure and maintain, the Contractors Pollution Liability 
Insurance including contractual liability coverage to cover liability arising out of 
cleanup, removal, storage, or handling of hazardous or toxic chemicals, 
materials, substances, or any other pollutants by you or any Subcontractor in an 
amount not less than $2,000,000 limit for bodily injury and property damage. 

2. All costs of defense must be outside the limits of the policy. Any such insurance 
provided by Subcontractor instead of you must be approved separately in writing 
by the City. 

3. For approval of a substitution of Subcontractor's insurance, you must certify that 
all activities for which the Contractors Pollution Liability Insurance will provide 
coverage will be perfonned exclusively by the Subcontractor providing the 
insurance. The deductible must not exceed $25,000 per claim. 

4. Contractual liability must include coverage of tort liability of another party to 
pay for bodily injury or property damage to a third person or organization. There 
must be no endorsement or· modification of the coverage limiting the scope of 
coverage for either "insured vs. insured" claims or contractual liability. · 

5. Occurrence based policies must be procured before the Work commences and 
must be maintained for the Contract Time. Claims Made policies must be 
procured before the Work commences, must be maintained for the Contract 

Exhibit I - Supplementary Special Provisions (SSP) 411 Page 
Cardinal Drive (2383) Sto1111 Drain Replacement Emergency Project 



7-3.2.5 

Time, and must include a 12 month extended Claims Discovery Period 
applicable to this contract or the existing policy or policies must continue to be 
maintained for 12 months after the completion of the Work without advancing 
the retroactive date. 

6. Except as provided for under California law, the policy or policies must provide 
that the City is entitled to 30 days prior written notice (10 days for cancellation 
due to non-payment of premium) of cancellation or non-renewal of the policy or 
policies. 

Contractors Builders Risk Property Insurance .. 

1. You must provide at its expense, and maintain until Final Acceptance of the 
Work, a Special Fonn Builders Risk Policy or Policies. This insurance must be 
in an amount equal to the replacement cost of the completed Work (without 
deduction for depreciation) including the cost of excavations, grading, and 
filling. The policy or policies limits must be 100% of this contract value of the 
Work plus15% to cover administrative costs, design costs, and the costs of 
inspections and construction management. 

2. Insured property must include material or portions of the Work located away 
from the Site but intended for use at the Site, and must cover material or portions 
of the Work in transit. The policy or policies must include as insured property 
scaffolding, falsework, and temporary buildings located at the Site. The policy 
or policies must cover the cost ofrenioving debris, including demolition. 

3. The policy or policies must provide that all proceeds thereunder must be payable 
to the City as Trustee for the insured, and must name the City, the Contractor, 
Subcontractors, and Suppliers of all tiers as named insured. We as Trustee will 
collect, adjust, and receive all monies which may become due and payable under 
the policy or policies, may compromise any and all claims thereunder, and will 
apply the proceeds of such insurance to the repair, reconstruction, or replacement 
of the Work. 

4. Any deductible applicable to the insurance must be identified in the policy or 
policies documents and responsibility for paying the part of any loss not covered 
because of the application of such deductibles must be apportioned among the 
parties except for the City as follows: if there is more than one claimant for a 
single occurrence, then each claimant must pay a pro-rata share of the per 
occurrence deductible based upon the percentage of their paid claim to the total 
paid for insured. The City must be entitled to 100% of its loss. The Contractor 
must pay the City any portion of that loss not covered because of a deductible, 
at the same time the proceeds of the insurance are paid to the City as trustee. 

5. Any insured, other than the City, making claim to which a deductible applies 
must be responsible for 100% of the loss not insured because of the deductible. 
Except as provided for under California law, the policy or policies must provide 
that the City is entitled to 30 days prior written notice (10 days for cancellation 
due to non-payment of premium) of cancellation or non-renewal of the policy or 
policies. 
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7-3.3 

7-3.3.1 

7-3.4 

7-3.5 

7-3.5.1 

7-3.5.1.1 

7-3.5.1.2 

Rating Requirements. Except for the State Compensation Insurance Fund, all 
insurance required by this contract as described herein must be carried only by 
responsible insurance companies with a rating of, or equivalent to, at least "A-, VI" by 
A.M. Best Company, that are authorized by the California Insurance Conunissioner to 
do business in the State, and that have been approved by the City. 

Non-Admitted Carriers. The City will accept insurance provided by non-admitted, 
"surplus lines" carriers only if the carrier is authorized to do business in the State and 
is included on the List of Approved Surplus Lines Insurers (LASLI list). 

All policies of insurance cmTied by non-admitted carriers must be subject to all of the 
requirements for policies of insurance provided by admitted carriers described herein. 

Evidence of Insurance. Furnish to the City documents e.g., certificates of insurance 
and endorsements evidencing the insurance required herein, and furnish renewal 
documentation prior to expiration of this insurance. Each required document must be 
signed by the insurer or a person authorized by the insurer to bind coverage on its 
behalf. We reserve the right to require complete, certified copies of all insurance 
policies required herein. 

Policy Endorsements. 

Commercial General Liability Insurance 

Additional Insured. 

a) You must provide at your expense policy endorsement written on the current 
version of the ISO Occurrence form CG 20 10 11 85 or an equivalent form 
providing coverage at least as broad. 

b) To the fullest extent allowed by law e.g., California Insurance Code§ 11580.04, 
the policy must be endorsed to include the City and its respective elected 
officials, officers, employees, agents, and representatives as additional insured. 

c) The additional insured coverage for projects for which the Engineer's Estimate 
is $1,000,000 or more must include liability arising out of: (a) Ongoing 
operations performed by you or on your behalf, (b) your products, ( c) your work, 
e.g., your completed operations perfonned by you or on your behalf, or (d) 
premises owned, leased, controlled, or used by you. 

d) The additional insured coverage for projects for which the Engineer's Estimate 
is less than $1,000,000 must include liability arising out of: (a) Ongoing 
operations perfonned by you or on your behalf, (b) your products, or ( c) premises 
owned, leased, controlled, or used by you. 

Primary and Non-Contributory Coverage. The policy must be endorsed to provide 
that the coverage with respect to operations, including the completed operations, if 
appropriate, of the Named Insured is primary to any insurance or self-insurance of the 
City and its elected officials, officers, employees, agents and representatives. Further, 
it must provide that any insurance maintained by the City and its elected officials, 
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7-3.5.1.3 

7-3.5.2 

7-3.5.2.1 

7-3.5.3 

7-3.5.3.1 

7-3.5.3.2 

officers, employees, agents and representatives must be in excess of your insurance 
and must not contribute to it. 

Project General Aggregate Limit. 

The policy or policies must be endorsed to provide a Designated Construction Project 
General Aggregate Limit that will apply only to the Work. Only claims payments 
which arise from the Work must reduce the Designated Construction Project General 
Aggregate Limit. The Designated Construction Project General Aggregate Limit must 
be in addition to the aggregate limit provided for the products-completed operations 
hazard. 

Commercial Automobile Liability Insurance. 

Additional Insured. Unless the policy or policies of Commercial Auto Liability 
Insurance are written on an ISO form CA 00 0112 90 or a later version of this fonn or 
equivalent form providing coverage at least as broad, the policy must be endorsed to 
include the City and its respective elected officials, officers, employees, agents, and 
representatives as additional insured, with respect to liability arising out of automobiles 
owned, leased, hired or borrowed by you or on your behalf. This endorsement is limited 
to the obligations permitted by California Insurance Code § 11580.04. 

Contractors Pollution Liability Insurance Endorsements. 

Additional Insured. 

a) The policy or policies must be endorsed to include as an Insured the City and its 
respective elected officials, officers, employees, agents, and representatives, 
with respect to liability arising out of: (a) Ongoing operations performed by you 
or on your behalf, (b) your products, (c) your work, e.g., your completed 
operations performed by you or on your behalf, or ( d) premises owned, leased, 
controlled, or used by you; except that in connection with, collateral to, or 
affecting any construction contract to which the provisions of subdivision (b) of 
§ 2782 of the California Civil Code apply, this endorsement must not provide 
any duty of indemnity coverage for the active negligence of the City and its 
respective elected officials, officers, employees, agents, and representatives in 
any case where an agreement to indemnify the City and its respective elected 
officials, officers, employees, agents, and representatives would be invalid under 
subdivision (b) of §2782 of the California Civil Code. 

b) In any case where a claim or loss encompasses the negligence of the Insured and 
the active negligence of the City and its respective elected officials, officers, 
employees, agents, and representatives that is not covered because of California 
Insurance Code§ 11580.04, the insurer's obligation to the City and its respective 
elected officials, officers, employees, agents, and representatives must be limited 
to obligations permitted by California Insurance Code § 11580.04. 

Primary and Non-Contributory Coverage. The policy or policies must be endorsed 
to provide that the insurance afforded by the Contractors Pollution Liability Insurance 
policy or policies is primary to any insurance or self-insurance of the City and its 
elected officials, officers, employees, agents and representatives with respect to 
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7-3.5.3.3 

7-3.5.5 

7-3.5.5.1 

7-3.5.5.2 

7-3.6 

7-3.7 

7-3.8 

7-3.9 

7-3.10 

operations including the completed operations of the Named Insured. Any insurance 
maintained by the City and its elected officials, officers, employees, agents and 
representatives must be in excess of your insurance and must not contribute to it. 

Severability of Interest. For Contractors Pollution Liability Insurance, the policy or 
policies must provide that your insurance must apply separately to each insured against 
whom claim is made or suit is brought, except with respect to the limits of the insurer's 
liability and must provide cross-liability coverage. 

Builders Risk Endorsements. 

Waiver of Subrogation. The policy or policies must be endorsed to provide that the 
insurer will waive all rights of subrogation against the City, and its respective elected 
officials, officers, employees, agents, and representatives for losses paid under the 
terms of the policy or policies and which arise from work performed by the Named 
Insured for the City. 

Builders Risk - Partial Utilization. If the City desire to occupy or use a portion or 
portions of the Work prior to Acceptance in accordance with this contract, the City will 
notify you and you must immediately notify your Builder's Risk insurer and obtain an 
endorsement that the policy or policies must not be cancelled or lapse on account of 
any suchpartial use or occupancy. You must obtain the endorsement prior to our 
occupation and use. 

Deductibles and Self-Insured Retentions. You must pay for all deductibles and self
insured retentions. You must disclose deductibles and self-insured retentions to the 
City at the time the evidence of insurance is provided. 

Reservation of Rights. The City reserves the right, from time to time, to review your 
insurance coverage, limits, deductibles and self-insured retentions to detennine if they 
are acceptable to the City. The City will reimburse you, without overhead, profit, or 
any other markup, for the cost of additional premium for any coverage requested by 
the Engineer but not required by this contract. 

Notice of Changes to Insurance. You must notify the City 30 days prior to any 
material change to the policies of insurance provided under this contract. 

Excess Insurance. Policies providing excess coverage must follow the form of the 
primary policy or policies e.g., all endorsements. 

Architects and Engineers Professional Insurance (Errors and Omissions 
Insurance). 

1. For contracts with required engineering services (e.g., Design-Build, preparation 
of engineered Traffic Control Plans (TCP), etc. by the Contractor) for all of your 
employees or Subcontractors who provide professional engineering services 
under this contract, you must keep or must require its Subcontractor keep in full 
force and effect, Professional Liability coverage with a limit of $1,000,000 per 
claim and $2,000,000 annual aggregate. 
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7-4 

7-4.1 

7-4.1.1 

7-8.6 

2. You must ensure both that: (a) the policy retroactive date is on or before the date 
of commencement of the Project; and (b) the policy will be maintained in force 
for a period of 3 years after completion of the Project or termination of this 
contract whichever occurs last. You agree that for the time period specified 
above, there will be no changes or endorsements to the policy that affect the 
specified coverage. 

3. If professional engineering services are to be provided solely by the 
Subcontractor, you must (a) certify this to the City in writing and (b) agree in 
writing to require the Subcontractor to procure Professional Liability coverage 
in accordance with the requirements set forth above. 

WORKERS' COMPENSATION INSURANCE. DELETE m its entirety and 
SUBSTITUTE with the following: 

Workers' Compensation Insurance and Employers Liability Insurance. 

1. In accordance with the provis~ons of §3700 of the California Labor Code, you 
must provide at your expense Workers' Compensation Insurance and Employers 
Liability Insurance to protect you against all claims under applicable state 
workers compensation laws. The City, its elected officials, and employees will 
not be responsible for any claims in law or equity occasioned by your failure to 
comply with the requirements of this section. 

2. Limits for this insurance must be not less than the following: 

Workers' Compensation 

Bodily Injury by Accident 
Bodily Injury by Disease 
Bodily Injury by Disease 

Statutory Employers Liability 

$1,000,000 each accident 
$1,000,000 each employee 
$1,000,000 policy limit 

3. By signing and returning the Contract you certify that you are aware of the 
provisions of §3700 of the Labor Code which require every employer to be 
insured against liability for worker's compensation or to undertake self
insurance in accordance with the provisions of that code and you must comply 
with such provisions before commencing the Work as required by §1861 of the 
California Labor Code. 

Waiver of Subrogation. 

The policy or policies must be endorsed to provide that the insurer will waive all rights 
of subrogation against the City, and its respective elected officials, officers, employees, 
agents, and representatives for losses paid under the terms of the policy or policies and 
which arise from work performed by the Named Insured for the City. 

Water Pollution Control. ADD the following: 

1. Based on a preliminary assessment by the City, the Contract is subject to WPCP. 
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7-10.2.2.3 

7-15 

7-16 

ADD: 

7-16 

7-16.1 

Engineered Traffic Control Plans Provided by the Contractor. To the City 
Supplement, ADD the following: 

Engineered "D" size TCP are required for the following areas: 

1. Cardinal Drive 

INDEMNIFICATION AND HOLD HAR1\1LESS AGREEMENT. To the City 
Supplement, fomih paragraph, last sentence, DELETE in its entirety and 
SUBSTITUTE with the following: 

Your duty to indemnify and hold harmless does not include any claims or liability 
arising from the established active or sole negligence, or willful misconduct of the City, 
its officers, or employees. 

COMMUNITY LIAISON. To the City Supplement, DELETE in its entirety and 
SUBSTITUTE with the following: 

COMMUNITY OUTREACH. 

General. 

1. To ensure consistency with the City's community outreach plan for the project, 
the City will work with you to inform the public (which includes, but is not 
limited to, property owners, renters, homeowners, business owners, recreational 
users, and other community members and stakeholders) of construction impacts. 
Efforts by you to mitigate constrnction impacts by c01mnunicating with the 
public require close coordination and cooperation with the City. 

2. You shall perform the community outreach activities required throughout the 
Contract Time. You shall assign a staff member who will perform the required 
c01mnunity outreach services. 

3. You shall closely coordinate the Work with the businesses, institutions, residents 
and property owners impacted by the Project. 

Your example duties include notifying businesses, institutions, and residents of 
the commencement of constrnction activities not less than 5 days in advance, 
coordinating access for vehicular and pedestrian traffic to businesses, 
institutions, and residences impacted by the Project, reporting activities at all 
Project progress meetings scheduled by the Engineer, attending the Project Pre
constrnction Meeting, attending 2 community meetings, responding to 
community questions and complaints related to your activities, and 
documenting, in writing, as well as logging in all inquiries and complaints 
received into the City's Public Contact Log located on the City's SDShare site: 

http://sdshare/forums/ecp/PITS/picr/Lists/Public%20Contact%20Log/Allitems.aspx 
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7-16.1.2 

4. You shall execute the Infonnation Security Policy Aclmowledgement Form - For 
Non-City Employees within 15 days of the award of the Contract if: 

a) Your contact infonnation is made available on any outreach materials or; 

b) You will be the primary point of contact to resolve project related inquiries 
and complaints. 

5. Electronic Communication. 

All inquiries and complaints will be logged in to the City's SDShare site within 
24 hours of receipt of inquiries and complaints. 

Any updates or a resolution of inquiries, and complaints shall be documented in 
the City's SDShare site within 24 hours. 

Copies of email conununications shall be saved, individually, on to the City's 
SD Share site as an Outlook Message Format (*.msg). 

All graphics, photos, and other electronic files associated with the inquiries and 
or complaints shall be saved into the individual record. 

Quality Assurance. 

1. During the course of community outreach, you shall ensure that the character of 
all persons that conduct community outreach (distributing door hangers, 
attending community meetings, interacting with the public, etc.) on your behalf 
shall: 

a. Have the ability to speak and comprehend English and/or Spanish, as 
appropriate for the community or public they are infonning, 

b. Possess and display easily verifiable and readable personal identification 
that identifies the person as your employee, 

c. Have the interpersonal skills to effectively, professionally, and tactfully 
represent you, the project, and the City to the public. 

Submittals. 

1. You shall submit to the Resident Engineer, for review and approval, all drafts of 
letters, notices, postcards, door hangers, signs, mailing lists, proposed addresses 
for hand-delivery, and any other notices and letters that are to be mailed and or 
distributed to the public. 

a. Prior to distributing or mailing, you shall submit final drafts of letters, 
notices, postcards, door hangers, signs, and any other notices and letters to 
the Resident Engineer for final review and approval. Submit a PDF copy 
of the approved door hangers to the Engineer. 
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7-16.2 

7-16.2.1 

b. After distributing or mailing, you shall submit verification of delivery and 
.any copies of returned notices to the Resident Engineer. Submit a PDF 
copy of the approved letters and notices to the Engineer. 

2. You shall use the City's SDShare site to identify and smmnarize 
communications (via phone, in person, and email) with the public within 24 
hours of receipt, even if your response to the individual is still incomplete. You 
shall upload to the City's SDShare site copies of all written, electronic, and 
verbal communications and conversations with the public. 

Weekly Updates Recipients. Submit a weekly correspondence with updates, traffic 
control issues and locations, lane closures, and any other pertinent information (with 
additional contact names given during award process) to the following recipients: 

Micahel Handal, Project Manager, Mhandal@sandiego.gov 

Bilal Oriqat, Project Engineer, boriqat@sandiego.gov 

Resident Engineer, TBA, XXX@sandiego.gov 

Community Outreach Services. 

Public Notice by Contractor. 

1. Post Project Identification Signs in accordance with section 7-10.6.2 

2. Notify businesses, institutions, property owners, residents or any other impacted 
stakeholders, within a minimum 300 feet radius of the Project, of construction 
activities and utility service interruptions not less than 5 days in advance. 

3. Furnish and distribute public notices in the form of door hangers using the City's 
format to all occupants and/or property owners along streets: 

a. Where Work is to be performed at least 5 days before starting construction 
or survey activities or impacting the co1mnunity as approved by the 
Resident Engineer. 

b. Within 5 days of the completion of your construction activities where work 
was performed, you shall distribute public notices in the form of door 
hangers, which outlines the anticipated dates of Asphalt Resurfacing or 
Slun-y Seal. · 

c. No less than 48 hours in advance and no more than 72 hours in advance of 
the scheduled resurfacing. 

4. Leave the door hanger notices on or at the front door of each dwelling and 
apartment unit and at each tenant of commercial buildings abutting each of the 
street block segments. Where the front doors of apartment units are inaccessible, 
distribute the door hanger notices to the apartment manager or security officer. 
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7-16.2.3 

5. Door Hanger Material: You shall use Blanks/USA brand, Item Number 
DHJ5B6WH, 1 W' Holes (removed), 2-up Jumbo Door Hanger in Bristol White, 
or approved equal. 

6. Mailed Notice Material: You shall use Cougar by Domtar, Item Number 2834 
or approved equal. 

7. For all Work on private property, contact each owner and occupant individually 
a minimum of 15 days prior to the Work. If the Work has been delayed, re
notify owners and occupants of the new Work schedule, as directed by the 
Resident Engineer. 

8. A sample of public notices is included in the Contract Exhibit L. 

Communications with the Public. 

1. Coordinate access for vehicular and pedestrian traffic to businesses, institutions 
and residences impacted by the Project. 

2. You shall provide updates on construction impacts to the Resident Engineer. 
You shall notify the Resident Engineer in advance about time-sensitive 
construction impacts and may be required to distribute construction impact 
notices to the public on short notice. 

3. You shall incorporate c01mnunity outreach activities related to construction 
impacts in the baseline schedule and update the Resident Engineer with each 
week's submittal of the Three-Week Look Ahead Schedule. 

4. At the request of the Resident Engineer, you shall attend and participate in 
project briefings at community meetings. 

5. You shall coordinate with the Resident Engineer on all responses and actions 
taken to address public inquiries and complaints within 24-hours that they are 
received. 

Communications with Media. 

1. The City may allow members of the media access to its construction site(s) on a 
case~by-case basis only. 

2. Occasionally, members of the media may show up at construction sites, 
uninvited. Members of the media (including, but not limited to newspaper, 
magazine, radio, television, bloggers, and videographers) do not have the legal 
right to be in the construction site without the City's permission. 

3. In the event media representatives arrive near or on the construction site(s), you 
shall keep them off the site(s), in a courteous and professional manner, until a 
Public Infonnation Officer is available to meet them at an approved location. 
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7-20 

7-21 

4. You shall report all members of the media visits to the Resident Engineer as 
quickly as possible, so that the City's Public Infonnation Officer can meet with 
the members of the media at the construction site(s). 

5. If the City allows members of the media to access a construction site, you shall 
allow the City to escort the media representatives while they are on the 
construction site and shall ensure their safety. 

6. You shall require media representatives to sign in and out of the Site Visitor Log 
and to use Personal Protective Equipment. 

7. You have a right to speak to members of the media about your company and its 
role on the project. All other questions shall be referred to the City. 

Payment. The Payment for the C01mnunity Outreach Services shall be based on time 
and materials. 

ELECTRONIC COMMUNICATION. ADD the following: 

Virtual Project Manager will be used on this contract. 

CONTRACTOR RESPONSIBILITIES. The Contractor shall be responsible for the 
protection of private property adjacent to the Work and shall exercise due caution to 
avoid damage to such property. 

The Contractor shall repair or replace all existing improvements within which are not 
designated for removal (e.g. curbs, sidewalks, driveways, fences, walls, signs, utility 
installations, pavement, structures, etc.) which are damaged or removed as a result of 
its operations. When a portion of a sprinkler system must be removed, the remaining 
lines shall be capped. 

Repairs and replacements shall be at least equal to existing improvements and shall 
match them in finish and dimension. 

Trees, lawns and shrubbery that are not to be removed shall be protected from damage 
or injury. If damaged or removed due to Contractor's operations, they shall be restored 
or replaced in as nearly the original condition and location as is reasonably possible. 
Laws shall be reseeded and covered with suitable mulch. 

The Contractor shall give reasonable notice to occupants or owners of adjacent 
property to permit them to salvage or relocate plants, trees, fences, sprinklers, and other 
improvements which are designated for removal and would be destroyed because of 
the work. 
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ADD: 

212-1.2.l 

In cases of dispute between homeowners and the contractor, the video tape and photos 
shall be reviewed to detennine the condition of the existing improvement's to be 
restored. 

Explosives shall not be used. 

Contractor shall erect a 6 foot tall chain link safety fence at the work site. The safety 
fence shall be fabric from the bottom to the top to obscure the public's view of the 
project site. The fence fabric shall be green in color. 

SECTION 9 - MEASUREMENT AND PAYMENT 

Withholding of Payment. To the City Supplement, item i), DELETE in its entirety 
and SUBSTITUTE with the following: 

i) Your failure. to comply with 7-2.3, "PAYROLL RECORDS" and 2-16, 
"CONTRACTOR REGISTRATION AND ELECTRONIC REPORTING 
SYSTEM." 

SECTION 212 - LANDSCAPE AND IRRIGATION MATERIALS 

General. ADD the following: 

Contractor shall take soil samples from final graded areas to receive new planting. Soil 
samples shall be submitted to an agricultural soils testing lab and follow the process 
outlined under Section 212-1.1.2 for Class A Topsoil. 

Soil test(s) shall be performed by an agricultural soil testing laboratory. Approved 
agricultural soil testing laboratories are indicated below: 

Wallace Laboratories 
365 Coral Circle 
El Segundo, CA 90245 
Phone: 310 615-0116 Fax: 310 640-6863 

Soil & Plant Laboratory, Inc. 
1594 N. Main Street 
Orange, CA 92667 

http://www. bettersoils. com 

Phone: 714 282-8777 Fax: 714 282-8575 · http://www.soilandplantlaboratory.com 

Frnit Growers Laboratory, Inc. 
853 Corporation Street 
Santa Paula, CA 93061-0272 
Phone: 805 659-0910 Fax: 805 525-4172 http://www.fglinc.com 
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212-1.2.4 

Commercial Fertilizers. DELETE in its entirety and SUBSTITUTE with the 
following: 

All soil amendments and their rates of application, including Commercial Fertilizer, 
shall be per the recommendations of the soils report specifically for the types of plants 
as indicated on the planting plan(s) and legend(s). The following are for bidding 
purposes only: 

Pre-Plant Fertilizer: Conunercial Grade, 100% organic, slow release, non-burning 
fertilizer. GRO POWER PLUS (5-3-1) or approved equal. 

Post-Plant Fertilizer: Mixed, commercial grade, with percentages of nitrogen, 
phosphoric acid, and potash at 5-10-5, respectively. Fertilizer shall be uniform in 
composition, dry, and free flowing. 

Fertilizer Tablets: As indicated on the label ,in which the fertilizer tablets are supplied 
in or the manufactmer's supplemental instructions. 

Organic Soil Amendment. DELETE in its entirety and SUBSTITUTE with the 
following: 

The recommendations of the Soils Report shall supersede requirements listed herein 
for Organic Soil Amendments. The contractor shall provide a plant list to the soils lab. 
The Soils Report reco1mnendations and quantities shall be specifically for the types of 
plants as indicated on the planting plan(s) and legend(s). The following are for bidding 
purposes only: 

1. Compost 

a) General Guidelines 

1. Compost shall be produced by a CA State Licensed facility 
using the Pathogen Reduction process, Title 14 Regulations. 

2. Compost shall be aerobic without malodorous presence of 
decomposition products. 

3. Maximum particle size shall be 0.5 inch, 80% or more shall 
pass a No. 4 screen for soil amending. Maximum particle size 
shall be 0.25 inch for hydroseeding. 

4. Humic Compost from Agri Service, or approved equal. 

b) Acceptable Type~ 

1. Acceptable types: Composts low in salts, low in heavy metals, 
Pathogen Reduction completed and free from weed seeds, free 
of pathogens and other deleterious materials. 

2. Conditionally acceptable types: Fully composted wood 
products, stable humus must be present. 
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212-1.4.1 

3. Not acceptable: Sludge-based materials and wood-based 
products based on redwood or cedar. 

c) Specific Criteria 

d) 

General. 

Acid-soluble ash: 5% - 20%. 

Silicon content (acid-insoluble ash): < 50% 

Organic matter, dry weight basis: > 50% 

pH: 6-7.5 

ECe (Salt content): <10 millimho/cm, 25°C, saturated paste extract 

Calcium carbonate: Non-detectable, if applied on alkaline soils 

Boron: <1.0 parts per million in saturated extract 

Carbon: Nitrogen ratio: <25:1 

Maximum total pem1issible pollutant concentrations: 
(parts per million on a d1y weight basis) 

arsenic 10 molybdenum 15 cobalt 20 

silver 5 mercury 5 cadmium 10 

nickel 50 copper 100 vanadium 400 

chromium 100 ·. selenium 20 lead 200 

zinc 250 

ADD the following: 

At least three plants of each plant species delivered to the project site shall contain a 
nursery label indicating the nursery source, genus, species, variety (if applicable) and 
common name of the delivered plant. If fifteen or more plants of a species are delivered 
at one time, at least 20 percent of the plants shall include nursery labels. If a plant 
appears to be improperly labeled or the wrong species or variety, as detennined by the 
Engineer, the entire lot of plants may be rejected. 

General. To the City Supplement, ADD the following: 

Any plants not conforming to the requirements of the project specifications, or that are 
deemed by the Engineer as not acceptable, whether in place or not, shall be considered 
defective and immediately removed from the project site and replaced. The Engi11eer 
reserves the right to reject entire lots of plants found to be defective. 
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ADD: 

212-2.1.3.3 

212-2.2.7 

ADD: 

212-3.2.2.3 

ADD: 

Plastic Pipe and Fittings for Above Grade Installation. Non-pressure lateral piping 
installed above grade shall be UV Resistant Schedule 40 PVC with Sch. 40 UV 
Resistant solvent weld fittings, as per the City of San Diego's Land Development Code 
Landscape Standards for Acceptable Pipe Materials. The pipe and fittings included in 
the latest adopted version of the City of San Diego's Land Development Code, 
Landscape Standards shall supersede those listed herein. 

Valve Boxes. To the "Greenbook", DELETE in its entirety and SUBSTITUTE with 
the following: 

Valve boxes and covers shall be plastic with lockable lids. Covers shall be 
permanently and legibly labeled with 100% acrylic epoxy white or yellow water proof 
paint on top of the box indicating the component contained in the box. 

Weatherproof plastic identification tags showing the irrigation controller and station 
shall be affixed to the colored conductor wire in each valve and pull box. 

Trench Marker Tape. To the City Supplement, DELETE in its entirety and 
SUBSTITUTE with the following: 

a) See City of San Diego Standard Drawing SDM-105 for Trench Marker Tape 
installation. 

SECTION 300 - EARTHWORK 

All earthwork operations shall conform to the recommendations of the Final Report of 
the Geotechnical Desktop Study for Cardinal Drive Storm Drain Repair, prepared by 
Allied Geotechnical Engineers, Inc. dated October 26, 2015. 

SECTION 301-TREATED SOIL, SUBGRADE PREPARATION, AND PLACEMENT OF 
BASE MATERIALS 

ADD: 

301-6 

301-6.1 

FLOW ABLE FILL. 

Introduction. 

1. Flowable fill refers to a cementitious slurry consisting of a mixture of fine 
aggregate or filler, water, and cementitious material(s), which is used as a fill 
or backfill in lieu of compacted earth. This mixture is capable of filling all 
voids in irregular excavations and hard to reach places (such as under 
undercuts of existing slabs), is self-leveling, and hardens in a matter of a few 
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301-6.2.1 

301-6.3 

hours without the need for compaction in layei·s. Flowable fill is sometimes 
referred to as controlled density fill (CDF), controlled low strength material 
(CLSM), lean concrete sluny, and unshrinkable fill. 

2. Flowable fill materials will be used as only as a structural fill replacement. 
Unless otherwise noted, flowable fill installed as a substitution for structural 
earth fill, shall not be designed to be removed by the use of hand tools. The 
materials and mix design for the flowable fill should be designed to produce a 
comparable compressive strength to the surrounding soil after hardening, 
making excavation at a later time possible to produce the compressive strength 
indicated for the placed location, as determined by the Resident Engineer. 

Description. Furnish and place flowable fill in a fluid condition, that sets within the 
required time, and after curing, obtains the desired strength properties as evidenced by 
the laboratory testing of the specific mix design, at locations shown on the plans or as 
directed by the Resident Engineer, verbally or in writing. This section specifies 
flowable fill for use as structural fill to remain easily excavatable using a backhoe as 
would be utilized for adjoining earth. 

Definitions. 

1. Flowable fill - Ready-mix Controlled Low Strength Material used as an 
alternative to compacted soil, and is also known as controlled density fill, and 
several other names, some of which are trademark names of material suppliers. 
Flowable fill (Controlled Low Strength Material) differs from p01iland cement 
concrete as it contains a low cementitious content to reduce strength 
development for possible future removal. Unless specifically approved 
otherwise, by the Resident Engineer, flowable fill shall be designed as a 
pennanent material. Design strength for this pennanent type flowable fill shall 
be a compressive strength of 200 psi minimum at 28 days and 100 psi 
minimum at 7 days. Chemical admixtures may also be used in flowable fill to 
modify perfonnance properties of strength, flow, set and permeability. 

Submittals. 

1. Flowable fill Mix Design: Provide flowable fill mix design containing cement 
and water. At the contractor's option, it may also contain fly ash, aggregate, or 
chemical admixtures in any proportions such that the final product meets the 
strength and flow consistency, and shrinkage. requirements included in this 
specifications. The mix design should state the sources and proportions of each 
of the flowable fill constituents. The coefficient of permeability of flowable 
fill shall be that of unifonn fine sand, 0.16 in/sec or as indicated to provide a 
backfill material with permeability equal to or greater than that of the 
surroundh1g soil. 

a) Test and Performance - Submit the following data: 

i. Flowable fill shall have a minimum strength of 200 psi 
according to ASTM C 39 at 28 days after placement. 
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ii. Flowable fill shall have minimal subsidence and bleed water 
sluinkage. Evaporation of bleed water shall not result in shrinkage 
of more than 1/8 inch per ft. of flowable fill depth (for mixes 
containing high fly ash content). Measurement of a Final Bleeding 
shall be as measured in Section 10 of ASTM C 940 "Standard Test 
Method for Expansion and Bleeding of Freshly Mixed Grouts for 
Preplaced-Aggregate Concrete in the Laboratory. 

iii. Flowable fill shall have a unit weight 90 - 115 lbs/feet 3 measured 
at tJJe point of placement after a 60 minute ready-mix truck dde. 

2. Provide documentation that the admixture supplier has experience of at least 
one year, with the products being provided and any equipment required to 
obtain desired performance of the product. 

3. Manufacturer's Certificates: Provide Resident Engineer with a certification 
that the materials incorporated in the flowable fill, following achievement of 
the required strength, do not represent a threat to groundwater quality. 

Applicable Publications. 

1. Publications listed below form a part of this specification to extent referenced. 
Publications are referenced in text by basic designation only. 

2. American Society for Testing and Materials (ASTM): 

D4832-10 Standard Test Method for Preparation and Testing of 
Controlled Low Strength Material (CLSM) Test Cylinders. 

C618-12 Standard Specifications for Coal Fly Ash and Raw or 
Calcined Natural Pozzolan for use in Concrete. (Use 
Fly Ash confonning to the chemical and physical 
requirements for mineral admixture, Class F listed, 
including Table 2 (except for Footnote A). Waive the 
loss on ignition requirement.) 

C403/C403M-08 Standard Test Method for Time of Setting of Concrete 
Mixtures by Penetration Resistance. 

Cl50/Cl50M-11 Standard Specification for Portland Cement 
C33/C33M-1 la Standard Specification for Concrete Aggregates 
C94/C94M-12.. . Standard Specification for Ready-Mixed Concrete 
C494/C494M-ll Standard Specification for Chemical Admixtures for 

Concrete 
C685/C685M-11 Standard Specification for Concrete Made by 

Volumetric Batching and Continuous Mixing 
C940-1 Oa Standard Specification for Expansion and Bleeding of 

Freshly Mixed Grouts for Preplaced - Aggregate 
Concrete in the Laboratory 

D5971 Sampling Freshly Mixed Controlled Low Strength 
Matedal 

D6103 Flow Consistency of Controlled Low StrengtJ1 Material 
D6023 Unit Weight, Yield, Cement Content and Air Content 

(Gravimetric) of Controlled Low Strength Material 
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3. American Concrete Institute (ACI): 
SP-150-94 Controlled Low-Strength Materials 

Quality Assurance. 

1. Manufacturer: Flowable fill shall be manufactured by a ready-mix concrete 
producer with a minimum of 1 year experience in the production of similar 
products. 

2. Materials: For each type of material required for the work of this Section, 
provide primary materials that are the products of one manufacturer. If not 
otherwise specified here, materials shall comply with recommendations of 
ACI 229, "Controlled Low Strength Materials." 

3. Pre-Approval Procedures: The use of flowable fill during any paii of the 
project shall be restricted to those incidences where, due to field conditions, 
the Contractor has made the Resident Engineer aware of the conditions for 
which he recommends the use of the flowable, and the Resident Engineer has 
confirmed those conditions and approved the use of the flowable fill, in 
advance. During the submittal process, the contractor shall prepare and submit 
various flowable fill mix designs corresponding to required conditions or ifthe 
contractor desires to use flowable fill due to economics. Approval for the 
strength of the flowable fill shall be obtained from the Resident Engineer when 
the contractor desires, or is required, to use flowable fill at specific location(s) 
within the project. Prior to c01mnencement of field operations the contractor 
shall establish procedures to maintain optimum working conditions and to 
coordinate this work with related and adjacent work. 

4. Sampling and Acceptance: Flowable fill shall be samples and testing in the 
field in conformance with either ASTM C 94 or C 685. Samples for tests shall 
be taken for every 150 cubic yards of material, or fraction thereof, for each 
day's placement. Tests shall include temperature reading and four 
compressive strength cylinders. Compressive strength sampling and testing 
shall conform to ASTM D 4832 with one specimen tested at 7 days, two at 28 
days, and one held for each batch of four specimens. Sampling and testing 
shall be perfonned by a qualified, independent c01mnercial testing laboratory. 
Test results should be submitted within 48 hours of completion of testing. 

Delivery, Storage, and Handling. Deliver and handle all products and equipment 
required, in strict compliance with manufacturer's recommendations. Protect from 
damage due to weather, excessive temperatures, and construction operations. 

Project Conditions. Perform installation of flowable fill only when approved by the 
Resident Engineer, and when existing and forecasted weather conditions are within the 
limits established by the manufacturer of the materials and products used. 
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Products. 

Materials. 

1. Provide flowable fill containing, at a minimum, cementitious materials and 
water. Cementitious materials shall be portland cement, pozzolanic materials, 
or other self-cementing materials, or combinations thereof, at the contractor's 
option, and following approval by the Resident Engineer. The flowable fill 
mix design may also contain, fine aggregate or filler, and/or chemical 
admixtures in any proportions such that the final product meets the strength, 
flow consistency and shrinkage requirements included in this specification, as 
approved by the Resident Engineer. 

2. Portland Cement: ASTM C150, Type 1 or Type 2. 

3. Mixing Water: Fresh, clean, and potable. 

4. Air-Entraining Admixture: ASTM C260. 

5. Chemical Admixtures: ASTM C494. 

6. Aggregate: ASTM C33. 

Flowable Fill Mixture. 

1. Mix design shall produce a consistency that will result in a flowable product 
at the time of placement which does not require manual means to move it into 
place. 

2. Flowable fill shall have a minimum strength of 200 psi according to ASTM 
C39 at 28 days after placement. 

3. Flowable fill shall have minimal subsidence and bleed water shrinkage. 
Evaporation of bleed water shall not result in shrinkage of more than 1/8 inch 
per foot of flowable fill depth (for mixes containing high fly ash content). 
Measurement of a Final Bleeding shall be as measured in Section 10 of ASTM 
C 940 "Standard Test Method for Expansion and Bleeding of Freshly Mixed 
Grouts for Preplaced-Aggregate Concrete in the Laboratory. 

4. Flowable fill shall have a unit weight 90 - 115 lbs/feet 3 measured at the point 
of placement after a 60 minute ready-mix truck ride. In the absence of strength 
data the cementitious content shall be a maximum of 150 lbs/cy. 

5. Flowable fill shall have an in-place yield of at least 98% of design yield for 
permanent type a maximum of 110% of design yield for removable types at 1 
year . 

Provide equipment as recommended by the Manufacturer and comply with 
manufacturer's recommendations for the addition of additives, whether at the 
production plant or prior to placement at the site. 
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ADD: 

308-1 

308-2.2 

308-2.3.1 

Execution .. 

Examination. Examine conditions of substrates and other conditions under which 
work is to be performed and notify Resident Engineer, in writing, of circumstances 
detrimental to the proper completion of the work. Do not proceed until unsatisfactory 
conditions are corrected. 

Application of Flowable Fill. Secure tanks, pipes and other members to be encased 
in flowable fill. Insure that there are no exposed metallic pipes, conduits, or other items 
that will be :in contact with the flowable fill after placement. If so, replace with non
metallic materials or apply manufacturers recommended coating to protect metallic 
objects before placing the flowable fill. Replacement or protection of metallic objects 
is subject to the approval of the Resident Engineer. 

Protection and Curing. Protect exposed surfaces of flowable fill from premature 
drying, wash by rain or running water, wind, mechanical injury, and excessively hot or 
cold temperature. Curing method shall be subject to approval by Resident Engineer. 

SECTION 308 - LANDSCAPE AND IRRIGATION INSTALLATION 

GENERAL. Contractor shall provide all items required to construct the :irrigation 
system including water services, water main connection fees, backflow preventors and 
backflow preventor certifications, and all other items EXCEPT the water meter and 
meter fees. 

The irrigation sub meter and service shall not be used for contractor's water; contractor 
shall procure a temporary meter for all construction water at the contractor's expense 

Trench Excavation and Backfill. To the City Supplement, REVISE the item c) to 
read as follows: 

c) Lateral sprinkler lines - On grade. 

General. To the City Supplement, DELETE the first sentence of the first paragraph 
in its entirety and SUBSTITUTE with the following: 

The upper eight inches (8 ") of topsoil from the site shall be salvaged, if soil is removed, 
and/or as directed by the Engineer and Project Biologist. Project Biologist shall ensure 
that soil will be stockpiled within the limits of the project, no more than three feet high 
where possible. BMPs, silt fencing, and/or cover shall be installed around the stockpile 
to prevent erosion and as a barrier to preclude any unauthorized access, or as 
recommended by the Project Biologist. 

Prior to revegetation and/or plant installation, the Project Biologist shall provide 
written recommendations to the Engineer as to the salvaged soil relocation, re
compaction (e.g. max 75 percent within the top 8 inches), and/or preparation for 
revegetation purposes to be done by the contractor. If topsoil cannot be salvaged, clean 
and weed-free Class "A" topsoil shall be provided and installed by the contractor. 
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308-4.1 

308-4.5 

308-4.5 

308-4.7 

308-5.2.l 

700-1.1 

General. DELETE the word "Specifications" in the first sentence of the first 
paragraph and SUBSTITUTE with the word "Planting Plans and Specifications". 

Tree and Shrub Planting. DELETE the fourth paragraph in its entirety and 
SUBSTITUTE with the following: 

The ratio of native soil to organic soil amendments for the prepared backfill mix for 
container plantings shall be as per the reconunendations of the soils report. The 
organic soil amendment and ratio of amendments shall be approved by the Engineer 
before incorporation of organic soil amendments into the backfill mix. 

Tree and Shrub Planting. To the City Supplement, from the third sentence of item 
"5", REPLACE the words "Type 1, 2, 3 or 4 mulch" with the following: 

"A hardwood mulch, excluding redwood and cedar" 

Ground Cover and Vine Planting. To the City Supplement, DELETE the last 
sentence in its entirety and REPLACE with the following: 

The specified mulch shall be placed within watering basins only, as indicated herein. 
Mulch shall not be spread over areas to be hydroseeded. 

General. To the City Supplement, ADD the following: 

Thrust blocks shall be installed as per applicable San Diego Regional Standard drawing 
and in any locations as indicated by the Engineer. 

SECTION 700 - REVEGETATION, MAINTENANCE, AND MONITORING 

Terms and Responsibilities. To the City Supplement, DELETE in its entirety the 
Revegetation Contractor paragraph and SUBSTITUTE with the following: 

Re-vegetation Contractor - The planting and plant establishment work shall be 
performed by a qualified contractor (i.e., the Contractor or Subcontractor) as indicated 
below. The Re-vegetation Contractor shall implement the Re-vegetation Plan in 
accordance with reconunendations provided by the Project Biologist and Engineer. 
The Re-vegetation Contractor shall maintain the re-vegetation and erosion control 
areas for the 120 day Plant Establishment Period (PEP) and the 25 month 
Revegetation Maintenance and Monitoring Period. The Re-vegetation Contractor 
shall meet the minimum qualifications as indicated in 700-2 Licensed Re-Vegetation 
Contractor. 

The Re-vegetation Contractor shall also demonstrate knowledge of native vegetation 
and invasive weed identification associated with upland and wetland vegetation 
communities and non-native invasive plants. The Re-vegetation Contractor and the 
personnel working in the re-vegetation sites shall be familiar with re-vegetation site 
boundaries, the requirements of the re-vegetation effort as it pertains to them, and any 
other information that the Project B.io1ogist determines is necessary for the success of 
the re-vegetation program (such as protection of existing adjacent upland and wetland 
areas). 
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700-1.7.1 

700-1.7.2 

700-1.7.4 

700-1.8.1 

In the event the application of pesticides or herbicides is required, it shall be done by 
an individual or firm possessing the pesticide and herbicide license. 

General. To the City Supplement, DELETE the first paragraph in its entirety and 
SUBSTITUTE with the following: 

4. This work shall include all the required biological monitoring and reporting of 
the re-vegetation and erosion control from the notice to proceed from the 
Engineer through acceptance of the PEP and the Revegetation Maintenance 
and Monitoring Period in accordance with these special provisions, as shown 
on the Plans, as directed by the CEQA Document and other acquired local, 
state, and federal permits, and the direction of the City's Mitigation Monitoring 
Section (MMC) via the Engineer. 

Project Biologist. To the City Supplement, ADD the following: 

The contractor shall retain a qualified Project Biologist to perfonn biological 
monitoring work for this contract. You must coordinate your activities and Schedule 
with the activities and schedules of the Biologist Monitor. 

Reporting. To the City Supplement, DELETE the first paragraph in its entirety and 
SUBSTITUTE with the following: 

Reporting. The Project Biologist shall prepare letter reports to document the 
completion of plant and seed installation, the Plant Establishment Period (PEP) and the 
Revegetation Maintenance and Monitoring Period. The letter reports shall include the 
following: 

1. Review of the clearing, grubbing, and installation activities. 

2. Success standards at the end of the PEP. 

3. Success standards after one year and after completion of the Revegetation 
Maintenance and Monitoring Period. 

4. Any remedial measures required. 

Any additional reporting requirements contained in the CEQA Document, Site 
Development Permit, or both and the Re-vegetation Plan shall be followed. 

Topsoil. To the City Supplement, DELETE the paragraph in its entirety and 
SUBSTITUTE with the following: 

The Project Biologist shall be responsible for determining suitability of on-site topsoil 
material. Class B topsoil, salvaged from the project site~ shall be provided and tested, 
as specified. Topsoil source and quality shall be approved by the Project Biologist 
prior to delivery and/or placement. Topsoil shall be weed free upon delivery, or treated 
as specified for weed eradication. Topsoil stockpiled for later installation shall not be 
stockpiled for more than 1 week. 
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700-1.8.4 

700-2.5 

700-2.8 

700-2.9 

700-2.9 

If Class B topsoil is determined by the results of the soils test, as interpreted by the 
Project Biologist or Engineer, to be unsuitable, or if Class B topsoil is not available in 
a sufficient quantity to achieve the required topsoil depth, Class A topsoil shall be 
req1J.ired. 

Seed. To the City Supplement, DELETE the second sentence from the second 
paragraph and SUBSTITUTE the following: 

Imported seed shall be mixed by the seed company and delivered to the project site in 
sealed containers that have been labeled by the seed company in accordance with State 
and Federal laws. 

Planting. To the City Supplement, DELETE first sentence of the second paragraph 
and SUBSTITUTE with the following: 

The Contractor shall replant unpaved areas that are disturbed by the construction 
activity and as reconunended by the Engineer or Project Biologist. 

Hydro Seeding. To the City Supplement, DELETE the first, second, and third 
paragraphs (Type 11 Mulch, Wood Fiber, and Stabilizing Emulsion), in their entirety 
and SUBSTITUTE with the following: 

Hydroseed Mixture shall consist of: 

a) Water - Water shall be free of impurities, excess chlorine and salts. The use of 
purified water or filters may be required when directed. General precautions 
should be observed when drawing water from sources other than the irrigation 
main line. 

b) Seed - All seed shall cmhply with .SSPWC Subsection 212-1.3 and all 
applicable City, County, State, and Federal regulations. Seed shall be 
thoroughly mixed by the dealer. The CONTRACTOR shall furnish dealer's 
guaranteed germination percentage of each variety. 

c) Additional Sluny Components- All slurry components and application rates; 
including, but not limited to fibers, binder, mycorrhizal inoculum and 
fertilizer, shall be as per the Hydroseed Mix Legend and Hydroseed Notes. 
Water, Seed and Slurry Mix shall be homogenously blended as per the 
manufacturer's instructions. 

Container Planting. To the City Supplement, DELETE the first sentence of the third 
paragraph in its entirety and SUBSTITUTE with the following: 

Pits for container-grown trees, 15 gallon and larger, shall be as per San Diego Regional 
Standard Drawing L-1, without the standpipe. Pits for container-grown plants less than 
15 gallon in size, shall be as per San Diego Regional Standard Drawing L-2. 

Container Planting. To the City Supplement, DELETE in its entirety, the sentence 
that reads "Native backfill material shall be placed into the bottom of the hole, 
moistened and tamped, and mounded slightly." 
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700-2.9 

705-2.6.1 

705-2.6.3 

705-2.6.3 

Container Planting. To the City Supplement, DELETE in its entirety, the sentence 
that reads "Two 21 gram plant tablets shall be added on opposite sides of the planting 
hole." SUBSTITUTE the following: 

Refer to 212-1.2.3 for plant tablet application. 

SECTION 705 - WATER DISCHARGES 

General. Paragraph (3), CORRECT reference to Section 803 to read "Section 
703." 

Community Health and Safety Plan. To the City Supplement, DELETE in its 
entirety and SUBSTITUTE with the following: 

Community Health and Safety Plan. See 703-2, "Co1mnunity Health and Safety 
Plan." 

END OF SUPPLEMENTARY SPECIAL PROVISIONS (SSP) 
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EXHIBITJ 

PROPOSAL 

To the City of San Diego: 

In accordance with the RFQ, the Contractors proposal, the specifications and requirements on file with 
the City Clerk and the Contract documents, and subject to all provisions of the Charter and Ordinances 
of the City of San Diego and applicable laws and regulations of the United States and the State of 
California, the undersigned hereby proposes to furnish to the City of San Diego, complete at the prices 
stated herein, the items or services hereinafter mentioned. The undersigned further wanants that this 
bid is not made in the interest of, or on behalf of, any undisclosed person, partnership, company, 
association, organization, or corporation; that the bid is genuine and not collusive or sham; that the 
bidder has not directly or indirectly induced or solicited any other bidder to put in a false or sham bid, 
and has not directly or indirectly colluded, conspired, connived, or agreed with any bidder or anyone 
else to put in a sham bid, or that anyone shall refrain from bidding; that the bidder has not in any 
manner, directly or indirectly, sought by agreement, communication, or conference with anyone to fix 
the bid price of the bidder or any other bidder, or to fix any overhead, profit, or cost element of the bid 
price, or of that of any other bidder, or to secure any advantage against the public body awarding the 
contract of anyone interested in the proposed contract; that all statements contained in the bid are true; 
and, further, that the bidder has not, directly or indirectly, submitted his or her bid price or any 
breakdown thereof, or the contents thereof, or divulged information or. data relative thereto, or paid, 
and will not pay, any fee to any corporation, partnership, company, association, organization, bid 
depository, or to any member or agent thereof to effectuate a collusive or sham bid. 

The undersigned bidder(s) further warrants that bidder(s) has thoroughly examined and understands the 
entire Contract Documents (plans and specifications) and the Bidding Documents therefore, and that 
by submitting said Bidding Documents as its bid proposal, bidder(s) acknowledges and is bound by the 
entire Contract Documents, including any addenda issued thereto, as such Contract Documents 
incorporated by reference in the Bidding Documents. 

IF A SOLE OWNER OR SOLE CONTRACTOR SIGN HERE: 

(1) Name under which business is conducted __________________ _ 

(2) Signature (Given and surname) of proprietor ________________ _ 

(3) Place of Business (Street & Number)-------------------

(4) City and State ____________________ Zip Code __ _ 

(5) Telephone No. ____________ Facsimile No. _________ _ 

IF AP ARTNERSHIP, SIGN HERE: 

(1) Name under which business is conducted __________________ _ 
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(2) Name of each member of partnership, indicate character of each partner, general or special 
(limited): 

(3) Signature (Note: Signature must be made by a general partner) 

Full Name al1-d Character of partner 

( 4) Place of Business (Street & Number)---'------------------

(5) City and State ________________ Zip Code ____ _ 

(6) Telephone No.---~-------- Facsimile No.---------

IF A CORPORATION, SIGN HERE: 

(1) Name under which business is conducted __ A_rr_i_· e_t_a_c_o_n_s_t_ru_c_t_i_' o_n_,_r_n_c_. _· ---

(2) Signature, with official title of officer authorized to sign for the corporation: 

. ~~ 
(Signature) 

Wes Wise 

(Printed Name) 

President 

(Title of Officer) 
(Impress Corporate Seal Here) 

CA 
(3) Incorporated under the laws of the State of-----------,-------

(4) Place of Business (Street & Number) __ 1_1_o_o_w_a=gn_e_r_D_r_. __________ _ 

(5) City and State ___ E_l_C_a~j_on_, _c_A __________ Zip Code __ 9_2_02_0 __ 

(6) Telephone No. __ 6_1_9_-_s9_o_-_o_9_2_9 _____ Facsimile No. ___ 61_9_-_s_9_0_-_12_0_2 __ 
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THE FOLLOWING SECTIONS MUST BE FILLED IN BY ALL PROPOSERS: 

In accordance with the "GENERAL INSTRUCTIONS'', the bidder holds a California State Contractor's 
license for the following classification(s) to perfonn the work described in these specifications: 

A LICENSE CLASSIFICATION ___________________ _ 

LICENSE NO. --------
259145 EXPIRES __ 5_/_3_1_/_1 7 _____ , ___ _ 

DEPARTMENT OF INDUSTRIAL RELATIONS (DIR) REGISTRATION NUMBER: ___ _ 

1000·002052 

This license classification must also be shown on the front of the bid envelope. Failure to show license 
classification on the bid envelope may cause return of the bid unopened. 

TAXIDENTIFICATIONNUMBER(TIN):-llJIJIJlf?I[]. _______ _ 

E-Mail Address: c...· __ w_e_s_®_a_r_r_i_e_t_a_co_n_s_t_._c_o_m ________________ _ 

THIS PROPOSAL MUST BE NOTARIZED BELOW: 

I certify, under penalty of perjury, that the representations made herein regarding my State Contractor's 
license number, classification and expiration date are true and correct. 

Signature ____ """UJA-""'-"~· --,.-l-tdvf-~--""'--~-------Title _P_r_e_s_i_d_e_n_t ______ _ 
Wes Wise 

SUBSCRIBED AND SWORN TO BEFORE ME, THIS ____ DAY OF 

Notary Public in and for the County of ___ ~-------' State of--'------

(NOTARIAL SEAL) 
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CALIFORNIA JU RAT CERTIFICATE 

A notary public or other officer completing this certificate verifies only the identity of the individual who 

signed the document to which this certificate is attached, and not the truthfulness, accuracy, or validity 

of that document. 

STATE OF CALIFORNIA 

COUNTY OF SAN DIEGO} 

Subscribed and sworn to (or affirmed) before me on this 4th day of __ ~F'"""'e'"""b"'"r~ua=r~v--'-".2~0~1---6 

by Wes Wise 
---------=--=--=-~=--------------------------L 

proved to me on the basis of satisfactory evidence to be the person(s) who appeared before me. 

Signature:s4 ~ 
' 

A. PARRAVANO 
Commission No. 1984206 <"> 

NOTARY PUBLIC- CALli=ORNIA S!j 
SAN DIEGO COUNTY ~ 

Commission Expires July 5, 2016 ~ 

(Seal) 
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~.)JfiiEi·:;'.Jt~ 
COIVSTJ7Ut;;TIOJV 

LABOR RATES SHEET FOR "CARDINAL DRIVE STORM DRAIN REPAIR" 

SUPERINTENDENT or PROJECT MANAGER 

FOREMAN 

PIPELAYER Labor Grou 4 

LABORER Labor Grou 1 

TRUCK DRIVER Teamster Grou 4 

Labor Rate Sheet Dated: 1.12.16 
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$124.00 $164.00 $217.00 

$115.00 $147.00 $183.00 

$108.00 $143.00 $177.00 

$80.00 $105.00 $130.00 

$77.00 $101.00 $125,00 

$81.00 $100.00 $125.00 

Labor Rates Include Mark-Up 
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PROJECT NAIVIE 

The work will consist of: 
• Edit this information: The construction work will 

include pot holing in the northbound curb lane 
of Torrey Pines Road between Coast Walk and 
Princess Street. 

How your neighborhood may be impacted: 
• Edit this information: Traffic delays due to lane 

closure. 
• Two~way traffic Will be maintained at all times. 

Anticipated Ccmstruttio11 Schedule 
• Edit this information: The project upgrades for 

the entire neighborhood have been ongoing and 
now are scheduled to start on your street. 

• The entire neighborhood project started in 
__ and is anticipated to be complete in __ . 

Hours and D~ys of Operation 
e Edit this information: Monday to Friday 

(7:30 a.m. to 4 p.m.) 

auttast:~ow~s "'4' 1 ""~""'"11 to this work 
Call: (619) 533-4207 

Email: engineering@sandiego.gov 
Visit: sandiego.gov /CIP 

CITY OF SAN O!E~O & , 
PUB \VOIKS 

DEPARTMENT 
Thi$ info®ation 1s aviiffallle io sllemaliv& formats; upon iequoot. 
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PROJECT NAME 

The work wm consist of: 
• Edit this information: The construction work will 

include pot holing in the northbound curb lane 
of Torrey Pines Road between Coast Walk and 
Princess Street. 

How your neighborhood may be imp~ded: 
• Edit this information: Traffic delays due to lane 

closure. 
• Two-way traffic will be maintained at all times. 

Anticipated Construction Schedule 
• Edit this information: The project upgrades for 

the entire neighborhood have been ongoing and 
now are scheduled to start on your street. 

• The entire neighborhood project started in · 
__ and is anticipated to be complete in __ . 

Hours ~nd Days of Operation 
• Edit this information: Monday to Friday 

(7:30 a.m. to 4 p.m.) 

qur;:stiorts to this 
Call: (619) 533~4207 

Em~ii: eugineering@sandiego.gov 
Visit: sandiego.gov /CIP 

CffY O~ SAN DJEGO A, 
hif-·i} j\< • 

PUBLAC\¥0RKS 
DEPARTMENT 

This iruorm~tbn 1s avail~bln in allmoative fotm~ts Ufi<ln rnquest 
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